
The Accutoe ES Laser System is an extremely accurate laser alignment system when used correctly.  Please 

read the following instruction to insure you can get the most out of your new Accutoe ES

Make sure you have all your components to your Accutoe ES System.  Your kit should include…

• 1 Precision Laser with scale

• 1 Rear Axle Extention

• 1 Accucam Camber Gauge

• 1 Clip On Accucam Mirror

Objective of the Accutoe ES System…  To align the front and rear axles of a chassis by projecting a laser beam between the two 

axles in a refl ective manner.  Also, the Accutoe ES kit allows you to accurately check camber while also checking your toe and front 

end alignment.  This ensures a more precise front end setting.

Instructions for Accutoe ES System

The Accutoe ES kit allows you to align your chassis in an “as raced” form with wheels tires and driver in place.

Aligning the right side…  The left side can be substituted if desired.

1. With your kart and driver sitting on a fl at surface (preferably your scales), insert the rear axle extension into the rear axle.

2. Then, screw the Laser Housing onto the screw at the end of the Rear Axle Extension.

3. Rotate the adapter until the laser housing is facing the front of the chassis and then turn the laser on by pressing the button on 

the rear of the laser.

4. Remove the spindle nuts from the front spindles and then screw the Accucam Cambr Gauge onto the RF Spindle until the 

adapter tightens.

5. Rotate the housing of the camber gauge until level.

6. Camber may now be checked using the vial marked “Right”

7. To check the toe on the right side, simply attach the Clip On Accucam Mirror to the camber gauge using the supplied thumb-

screws. 

8. Pivot the camber gauge on the spindle axle until the refl ected laser beam is at an approximate height to intersect the laser 

housing. 

9. Adjust the spindle tie rod in or out until the refl ected laser dot is aligned with the centerline (or desired toe setting for the left 

side) on the laser housing.  Be sure to jam lock your tie rod into position.

10.  Recheck your camber after aligning the right side of the chassis.

11.  Recheck your toe after setting your camber to make sure it is at the desired setting.

12. Turn the laser off and remove the Accutoe ES System in reverse manner from which you installed it.

13.  Repeat the following steps on the opposite side of the chassis.
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INSTRUCTIONS

WARNING!!! This tool contains a laser!  Lasers are very dangerous if not handled properly!  Lasers can permanently damage the 

eyes of humans and/or animals.  Do not direct this or any other laser into someone’s eyes.  Lasers are not toys and should be kept 

away from children at all times!  Think Safe!

Do not use any other fasteners to attach the laser other than those supplied with this kit!  Using different fasteners 

can permanently damage the laser.  NEVER scew a bolt into the side of the laser other than noted here!

Please note that if you have to remove or install the scale to the laser housing  it is important that you align the “zero 

line” of the scale with the centerline on the laser housing.


