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FLIP Mount Instructions

Assembly Instructions

1.  Install the 5/16” 18 x 1/2” end of the 4 studs into the top plate.  Be sure to insert these studs into the 

top plate from the top down.  Be sure to put a drop of Loc-Tite on each of these studs before installing 

them.  If you do not have a stud installation tool, simply use two of the 5/16” x 24 nuts and jam them 

together.  Then moderately tighten the stud into place and then remove the nuts.

2.  Next, determine whether you want the mount to be used at 16º for a flathead engine or 8º for an 

animal engine.  If you want to use it at the 16º setting, place the top plate on top of the base with the 

“The Flip” etch mark facing the rear of the chassis.  If you want the plate on an 8º angle for animal, 

turn the plate so that the “The Flip” etch mark is facing the front of the chassis.

3.  Once you have the orientation of the top plate determined, simply secure the top plate to the base 

using the supplied 3/8” x 18 bolts and washers.  Be sure to install these bolts from underneath the 

mount.  (ie. the bolt will go through the base and screw into the bottom of the base plate.)  Determine 

the amount of offset you want on the mount and then securely fasten the 3/8” bolts.  (This can always 

be adjusted later.)

4.  Install the butterflies with the two 5/16” 18 x 1 1/4” SHCS and 5/16” an washers.  Be sure to put a 

small amount of lubrication on the threads.

5.  Install the engine and adjust the chain as normal.

6.  It is recommended to periodically check all hardware on your mount to make sure it is still securely 

fastened.

If you have any questions during the installation of your new mount, please contact us.
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