
Phenom ES 2 Caster Block Design 
Your Phenom ES 2 chassis is designed and built with a new caster block design which 

eliminates the costly and sometimes confusing billet caster blocks of the past. The new design 
incorporates an adjustable slug which allows the racer to accurately adjust their caster.   

Your chassis will come from the factory with the “2” slugs already installed into the 
chassis. With these pills installed, your chassis is set with 12 degrees RF caster and 8 degrees of 
LF caster. If and when you choose to adjust your caster, you have several options. First, you can 
simply flip the “2” slug around which will reduce your caster a total of 4 degrees on both sides. 
This will lower your caster to 8 degrees on the RF and 4 degrees on the LF. Your second option 
is to remove the “2” slugs and install the supplied “0” slugs. With these slugs installed in both 
sides, your caster is then set at 10 degrees on the RF and 6 on the LF.  

Now, if you feel you need to fi ne tune your caster more precisely, you may mix the “0” 
and “2” slugs together in order to get the precise caster setting that you desire. For most 
applications however, we do recommend 
running the standard 12 Degrees in the RF and 8 Degrees in the LF. 
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What to expect from changing caster 
The intent of this design is to tune the feel of the kart to compliment the driving style of the 
driver. Please DO NOT commonly change the caster in the middle of a race day to accommodate 
track conditions. The major difference you will see when you change caster is in the drivability 
of the kart. Lower caster causes the kart’s steering to have much less resistance and may cause 
less experienced drivers to become darty or jerky. For this and other occasions, you may find that 
using a “non-recommended” caster may work to your advantage. 


